
COMMON MISTAKE

LINE RUNNING DIRECTLY 
FROM RISER OR METER 
INTO BUILDING IS NOT 
ALLOWED. PIPING MUST 
BE PROTECTED FROM 
VERTICAL MOVEMENT 
CAUSED BY SETTLING
OR HEAVING, BY USE OF A 
SWING JOINT. 

PIPE, SEE (FIG #3.)

Alternate Piping Configuration

MUST HAVE MINIMUM 1" OF
UN-THREADED PIPE
PROTRUDING FROM WALL.

(FIG #1).

(FIG #2). (FIG #3).
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ELBOW #1 - TURNS AWAY
FROM BUILDING.

ELBOW #2 - TURNS PARALLEL
TO BUILDING.

ELBOW #3 - TURNS TOWARDS
BUILDING.

(FIG #1a).

STRESS CREATED BY UP AND 
DOWN MOVEMENT
OF RISER, CAUSED BY FROST 
HEAVING OR GROUND 
SETTLING, IS RELIEVED BY THE 
ELBOWS TURNING SLIGHTLY AT 
PIVOT POINTS.
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The diagrams above is for informational use only and does not depict all possible solutions for piping movement. See current CSA B149 
Natural Gas and Propane Installation Code for further information.




