DOBNY FOUNDRY FRAME &
GRATE, PATTERN D-B24
OR APPROVED. EQUAL,

PRECAST CONCRETE —7 "2 0| S
COVER REINFORCED FOR |7 SR
H20 LOADING. A\

MIN, 450

MIN.
180

BEFORE INSTALLING LID, |¢n
'} TRAPPING HOOD —~

L

1 -] REINFORCED CONCRETE
. SECTIONS.

CEMENT MORTAR PLACED- {; . %EE'C :

MIN, 275
3

COMPACTED GRAVEL

CONCRETE TO 2! MPa IN 28 DAYS

SECTION

(JAN. 1998) (AL DiMeNsIoNS IN MiLLivieTers )

CITY .OF NORTH VANCOUVER
- CATCH BASIN




— INSPECTION PLATE REINFORCED
CONCRETE LID OR 5mm CHECKER
PLATE. MAX. SIZE€ OF COVER TO
BE 750mm D!AME;I‘ER.

GRADE
//(v/l@//\\wb/E.[jll[!/l{lililiffﬁq/b .
) I Al a1
Ny S
12, o
o o
ALL INLET INVERTS  |»’ ! }
TO BE A MINIMUM 80mm [:' S| 1pappinG HOOD W M
ABOVE OUTLET INVERT. |-+] 2 z
o N =
Pl . J .
— s O [
— — -
Pt _)[ _ ?
A . To
s .| CONCRETE SECTIONS. SEE
-4 o ~ | BELow FoR sizE.
-.'.'l o f v '
o Z r\ ‘
A ) = 7.
100 ‘(’g" : !"'t
/ &*r Y BTN RS e
20 IR A PN A Y I
R IR TE] AT ST SRR AR
CONCRETE o)
Q
SECTION
1 n
NOTES:

I SUMPS OVER 1800mm DEEP REQUIRE A RIGID CORROSION RESISTANT LADDER.
2. ALL DRAINS TO THE SUMP TO BE INDIVIDUALLY CONNECTED.
3.WHERE POSSIBLE, PLACE SUMP WITHIN I1500mm OF THE BUILDING
IT SERVES. ‘
4. TERMINATE TOP OF SUMP AT GRADE LEVEL.

5. JUNCTION BOX SIZE DEPTH OF BOX BOX DIAMETER
' FO 1200mm 600 mm
' y TG BOOmm 750 mm
(JAN. 1999) OVER 1800 mm 800 mm

CITY OF NORTH VANCOUVER

JUNCTION BOX




