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LANE TO BE GRADED LEVEL WITH
CONCRETE CROSSING.

0.25m TYP. STEEL TROWEL FINISH EDGE
FINISHING TO BE DETECTABLE BY
SOMEONE USING A WHITE CANE.

MEDIUM BROOM FINISH CONCRETE.

CONCRETE
CROSSING

ASPHALT
PAVEMENT

SECTION A-A

STANDARD CNV
LANE CURB RAMP

CURB & GUTTER (TYP.)

CONCRETE TO FLOW
OUT BELOW WOOD
FORM AT NATURAL

ANGLE REPOSE.

89MM FORMED SECTION.
(HEIGHT OF 2"X4" WOOD
FORM)

19MM CRUSHED
GRANULAR BASE.

(MINIMUM 95% MPD.)

EDGE OF CONCRETE CROSSING.

NOTES:
1. LANE CROSSING WIDTH TO BE 2 X

0.25m WIDER THAN ADJACENT
SIDEWALK

2. WHERE APPLICABLE STREETSCAPE
STANDARDS EXIST, BOTH OUTSIDE
BANDS TO BE EXPOSED AGGREGATE

3. IF ADJACENT SIDEWALK WIDTH
CIFFER. CONTACT CNV
REPRESENTATIVE.

4.
6m

1.8m

P.I.
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TYPICAL PEDESTRIAN LANE CROSSING
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