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0.6m WIDE BROOM FINISH CONCRETE
APRON WITH TYPICAL SIDEWALK PANEL

FINISHING ALONG ROADWAYS FOR SINGLE
LANE COLLECTOR AND ARTERIAL ROADS

50-150 MM ROUNDED DRAIN
ROCK OR SOIL AS SPECIFIED

 SIDEWALK (1.8m TYP.)

SET 600mmØ OUTLET CB 150mm
BELOW TOP OF ADJACENT CURB AND

CONNECT TO EXISTING CB LEAD DAYLIGHT 200mmØ CB LEAD
200mm BELOW TOP OF SIDEWALK

INLET CATCH BASIN MMCD
STYLE S11R

450 MM PLANTING SOIL (OR
50-150 MM ROUNDED DRAIN
ROCK AS SPECIFIED)

0.15m HIGH PLANTER WALL ALONG
ALL GRADE ON THE PEDESTRIAN
ZONES

200mm CURB CUT
200mm INSPECTION CHAMBER

PROFILE
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DISTANCE VARIABLE

 BASED ON DEPTH
 SEE TABLES.

525 mm MIN
700 mm TYP.

15
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OPTIONAL PLANTING CONCRETE
WEIR

INSTALL 200mm (MIN.)
PERFORATED INSPECTION

CHAMBER  AND AERATION PIPE
CONNECT TO BOTTOM OF

ECOBLOC CHAMBER, C/W CAP.

DEPRESSION FOR TRAPPING DEBRIS
100-150 mm (4"-6") COBBLE SURFACE

TOP INLET NOT TO EXCEED
150mm BELOW STREET CURB

THICKEN SIDEWALK PANELS AT
RAIN GARDEN 200mm (MIN.)

INLET CATCH BASIN

ROUND OR ANGULAR
DRAIN ROCK

75-150 mm (3"-6") DIA.

PROVIDE 450mm SOIL AND 50 MM PEA GRAVEL
OR 75-150 MM DRAIN ROCK AS SPECIFIED

INFILTRATION CHAMBERS.  GRAF
ECOBLOC INSPECT - TWO CHAMBERS
HIGH (0.4 M PER CHAMBER).  WRAP
CHAMBERS WITH GEOTEXTILE AS PER
MANUFACTER'S SPEC.  AVAILABLE
FROM BARR PLASTICS

200mm CURB CUT

PROVIDE 450mm SOIL AND 50 MM PEA
GRAVEL OVER DRAIN ROCK

0.8m

2.3m (TYP.)

SECTION A-A
1:50
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DRAIN ROCK
75-150mm (3"-6")

ECOBLOC FLEX INSPECT
CHAMBERS (AS SUPPLIED
BY BARR PLASTICS -
COVERED IN GEOTEXTILE

200 MM INSPECTION
CHAMBER TO ECOBLOC

50 mm PEA GRAVEL
AT INTERFACE FOR
VEGETATED AREAS

ONLY

250 mm TO RAIN GARDEN
EDGE SURFACE
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H A B I T AT

D2
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D22A SLOPED
GRATE

SUMP DETAIL
NOT TO SCALE

760mm
(30")

NOTE: CATCH BASIN TYPE II AVAILABLE
AT DIAMOND PRECAST CONCRETE.
OR SIMILAR
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FINISHED
GRADE
TO TOP
RISER

OMIT
TRAPPING
HOODS

200Ø

AS SHOWN

S20S
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141 West 14th
Street, North

Vancouver, BC 
 V7M 1H9

ROADS AT 7%
OR MORE

RAIN GARDEN
STANDARD
DRAWING

CATCH BASIN
INLET
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SCALE:

DRAWN:

CHECKED:

APPROVED:

CATCH BASIN DEPTH
AND DISTANCE FROM

RAIN GARDEN
DEPTH TO CB
LEAD (200Ø)

ROAD
GRADE

DISTANCE
TO CB (m)
(5m MAX)

525 mm 16% 2
11% 3
8% 4
7% 5

700 mm 25 2
17 3
13 4
10 5
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