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30 ECOBLOC FLEX INFILTRATION
BLOCKS (15 x 2 HIGH) POSITIONS
TO BEST SUIT SITE CONDITIONS

VARIO FLEX SHAFT C/W CAST
IRON DOME SHAFT.  FIT WITH

STANDARD MMCD S5 MANHOLE
FRAME AND LID (565 MM - D18)

100 Ø DEAERATION
PIPE AND CAP AS
REQUIRED FOR
DESIGN
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NON-WOVEN GEOTEXTILE FABRIC
WRAP (AS PER MANUFACTURER)

17
0

SIDE INLET FRAME D39B
D39 GRATE

200 Ø PVC CATCH BASIN
LEAD TO STORM SEWER

3648CBS CATCH BASIN MANHOLE

PROVIDE TRAPPING HOOD

75 mm MMCD GRANULAR BASE COMPACT
TO 95% STD. PROCTOR DENSITY

800 Ø VARIO SHAFT C/W MMCD
S5 - FRAME AND LID

REUSE EXCAVATED
MATERIAL AT DIRECTION

OF FIELD ENGINEER
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150 Ø PVC INFILTRATION LEAD

800

CONCRETE OR ASPHALT
WALK (TYP.)

75

COMPACT MMCD
CRUSHED
GRANULAR
SUB-BASE OR
NATIVE FILL

BOULEVARD (TYP.)

100 Ø DEAERATION PIPE
AND CAP AS REQUIRED

CATCH BASIN INFILTRATION CHAMBER
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