
DOBNEY FOUNDARY LTD. SPW-60
TREE GRATE& FRAME 1.5m SQUARE

19mm MINUS CRUSHED GRANULAR
BASE. COMPACTED TO 98% SPD

CIP CONCRETE SIDEWALK

ENSURE 100mm  GAP BETWEEN UNDERSIDE
OF TREE GRATE AND TOP OF ROOTBALL

CONTINUOUS LENGTH OF "DEEP ROOT
UB12-2" (O.A.E.) 300mm DEPTH ROOT
BARRIER  - ALL SIDES OF TREE PIT

NON WOVEN FILTER FABRIC
(NILEX 4535) O.E.A.

SOIL CELLS OR STRUCTURAL SOIL -
SEE LANDSCAPE PLAN FOR EXTENTS

REMOVE TOP 1/3 OF WIRE BASKET
AND BURLAP FROM ROOTBALL

UNDISTURBED SUBGRADE
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CIP CONCRETE FRAME
1500mm

ENSURE BASE OF TRUNK FLARE & TOP
OF ROOTBALL IS EXPOSED AND
PLANTED AT FINISHED PLANTER GRADE

900mm DEPTH TYPE 2P GROWING
MEDIUM AS PER CANADIAN
LANDSCAPE STANDARD. LIGHTLY
COMPACT IN 300mm LIFTS TO
PREVENT SETTLING

PLACE ROOTBALL ON 85%SPD
COMPACTED GROWING MEDIUM

SCARIFY SIDES AND BOTTOM
OF TREE PIT FOR ROOT/WATER
PENETRATION

50mm DEPTH OF
COMPOSTED BARK MULCH

CITY OF NORTH VANCOUVER
STREET TREE WITH GRATE PLANTING DETAIL

(N.T.S.)

 T4S

METRICDETAIL: SPW-60 TREE GRATE

CNV SOIL VOLUME REQUIREMENTS
LINK SOIL VOLUMES TO PROVIDE THE FOLLOWING MINIMUM VOLUMES
· LARGE TREES = 25 CUBIC METERS PER TREE
· MEDIUM TREES = 20 CUBIC METERS PER TREE
· SMALL TREES = 15 CUBIC METERS PER TREE
· IF SOIL VOLUMES ARE NOT LINKED QUANTITIES WILL INCREASE BY 30%

PLEASE NOTE:
· SOIL CELLS AND/OR STRUCTURAL SOIL MAY BE NEEDED TO ACHIEVE

REQUIRED SOIL VOLUMES
· PLEASE ASSUME 20% SOIL VOLUME FOR STRUCTURAL SOIL
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PLANTING
· DO NOT CUT LEADER
· ONLY PRUNE BROKEN BRANCHES
· ORIENT TO MAXIMIZE CLEARANCE FOR

VEHICLE & PEDESTRIAN ACCESS
· ENSURE TREE IS VERTICAL & CENTERED

IN THE BOULEVARD

MINIMUM CLEARANCE
LAMP STANDARD = 2.5m
HYDRO POLES = 2.5m
STOP SIGNS = 6.0m
CATCH BASINS / VALVES = 1.2m
DRIVEWAY AND CROSSINGS = 1.8m
UNDERGROUND UTILITY = 1.5m

J. HALL
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