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DR35 PVC RISER
CUT TO SUIT
INSTALLED DEPTH

PROVIDE TEMPORARY
CAP UNTIL CONNECTED

100 MM DIA. SHIELDED MISSION COUPLER AS
REQUIRED TO MEET EXISTING PIPE MATERIALS
AND AS REQUIRED FOR INSITU INSTALLATION

TEMPORARY CAP IF
BOULEVARD IS NOT
FINISHED

GASKET
BELL

JOINT

DOBNEY D-14C 250Ø
CAST IRON CLEANOUT
LID AND BOX

DRIVEWAY, ROAD
OR OTHER SURFACE

CAST
IRON LID

SQUARE
CONCRETE SHIM

S EWER

PROVIDE INTERNAL
CAP FOR INSTALLATION
IN ROADS, LANES AND
PAVED SWALES

OUTLET
PIPE

INLET
PIPE

FOR SANITARY SEWER
USE SEALED COMPOSITE

LID AS PER CNV S17S

PUBLIC SIDE SERVICE
CONNECTION (200 MM

OR LARGER) 2.0%
MINIMUM GRADE

PVC DR35 OR DR28

PROVIDE OUTSIDE DROP
AS REQUIRED TO MEET
GRADES AS PER MMCD S3

PRIVATE CONNECTION TO
MEET BC BUILDING CODE

1050 MM DIA. MANHOLE

BENCHED
MANHOLE 2%

CITY OF NORTH VANCOUVER
STORM AND SANITARY INSPECTION CHAMBER

(N.T.S.)

 

INSPECTION CHAMBER FOR
100-150 MM CONNECTION

INTERIM INSTALLATION UNTIL
FINAL GRADING

FINAL INSTALLATION ALL
SURFACES

INSPECTION CHAMBER FOR 200 MM
CONNECTIONS OR LARGER
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NOTE:
1. INSTALL AN INSPECTION CHAMBER AT THE PROPERTY LINE IF THE MANHOLE CANNOT BE PLACED AT THE PROPERTY LINE
2. SEE MMCD S1 FOR STANDARD MANHOLE INSTALLATION DETAIL
3. SEE DRAWING CNV SR8 (STORM) AND CNV SR9 (SANITARY) FOR SERVICE CONNECTION DETAILS.
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